
Ansi Globe Valve

Design and Manufacture:Cast steel globe valve to BS 1873 and ASME B16.34;Forged steel globe valve to API

602.

lnspection and Test:API 598.

BW end dimension:ASME B16.25

Socket-weld dimension:ASME B16.11

Face to face and end to end:ASME B16.10

Pressure-temperature ratingsg:ASME B16.34

Actuation

Hand wheel impact hand wheel& gear box is usually used for globe valve actuation.Chain wheel and electric

actuator can be also used for globe valve actuation if being requested by the customers.

Gasket of fCover Flange

Stainless steel+lfexible graphite wounded gasket is used for Class 150and Class300 globe valve,Stainless

steel+flexible graphite wounded gasket is used for Class600,and ring joint gasket is also optional for

Class600,Ring jointg asket is used for Clas900 globe valve,Pressureized seal design is used for Class

1500-Class2500 globe valve.
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·Pressure Test

Shell Test water Seal Test Air Seal Test
Nominal

Pressure
MPa Lbf/in2 MPa Lbf/in2 MPa Lbf/in2

150 3.0 430 2.2 315

300 7.7 1110 5.7 815

600 15.3 2220 11.3 1630

900 23.0 3330 17.0 2445

1500 38.4 5560 28.2 4080

2500 64.0 9255 47.0 6790

0.4-0.7 60-100
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