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Waffer-Type Butterfly Valve

Applicable Standards

% Butterfly Valves,API 609

* Butterfly Valves,MSS SP-67

% Fire Durable,API 607

* Steel Valve,ASME B16.34

* Face to Face,API 609

% Inspection And Test,API 598

Standard Material Specifiactions

Desing Description
A Seal Structure,Soft Sealing,

A Stopper Driver
A 1SO 5211 Mounting PAD

A Connection,Wafer,Wafer Lug-wafer

A Operation,Type,Manual,Worm Gear,Electric,
Pneumatic,Hydraulic
A Eccentric Structure,Centered

ASTM Material
NO. Part Name

Carbon steel A126 304 304L Type 316L Type
1 Body A216-WCB A315-CF8 A315-CF8M A315-CF3 A315-CF3M
2 Stem A182 F6a A182 F304 A182-F316 A182-F304L A182-F316L
3 Disc A216-WCB A315-CF8 A315-CF8M A315-CF3 A315-CF3M
4 Hinge pin A276-410 A276-304 A276-316 A276-304L A276-316
5 Bolt A193-B7 A193-B8 A193-B8M A193-B8 A193-B8M
6 Retaining ring NBR/EPDM NBR/EPDM PTFE PTFE PTFE
7 Seat ring Bronze 304+PTFE 316+PTFE 304L+PTFE 316L+PTFE
8 Packing Graphite PTFE PTFE PTFE PTFE
9 Yoke A216-WCB A216-WCB A216-WCB A216-WCB A216-WCB
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Applicable Standards

% Butterfly Valves,API 609

* Butterfly Valves,MSS SP-67
% Fire Durable,API 607

* Steel Valve,ASME B16.34
* Face to Face,API 609

% End Flange,ASME B16.5

% End Flange, ASME B16.47
* Inspection And Test,API 598

Desing Description

A Seal Structure,Soft Sealing,Multiplayer-hard Seal,

Elastic Ring Hard Seal,Soft Seal Fire proof

A Stopper Driver

A 1SO 5211 Mounting PAD

A Connection,Flanged Butt-welded,Wafer,
Wafer Lug-wafer

A Operation Type,Manual,Worm Gear,Electric,

Pneumatic,Hydraulic

A Eccentric Structure,Centered,Single Eccentric,

Double Eccentric,And Triple Eccentric.

Standard Material Specifiactions

ASTM Material
NO. Part Name

Carbon steel 304 Type 316 Type 304L Type 316L Type Alloy 20
1 Body A216-WCB A315-CF8 A315-CF8M A315-CF3 A315-CF3M A315-CN7M
2 Stem A182 F6a A182 F304 A182 F316 A182 F304L A182 F316L Alloy 20
3 Disc A216-WCB A315-CF8 A315-CF8M A315-CF3 A315-CF3M A315-CN7M
4 Hinge pin A276-410 A276-304 A276-316 A276-304L A276-316 Alloy 20
5 Bolt A193-B7 A193-B8 A193-B8M A193-B8 A193-B8M Alloy 20
6 Seatring EPDM PTFE PTFE PTFE PTFE PTFE
7 Bushing Bronze 304+PTFE 316+PTFE 304L+PTFE 316L+PTFE Alloy 20+PTFE
8 Packing Graphite PTFE PTFE PTFE PTFE PTFE
9 Yoke A216-WCB A216-WCB A216-WCB A216-WCB A216-WCB A216-WCB
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Wafer Type Butterfly valve
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Worm Gear Driven Lug Wafer Butterfly Valve

Electric Wafer Butterfly Valve

Pneumalic Wafer Butterfly Valve

Main Outline Dimensions & Weight Class 150
Pneumatic Worm gear actuation Electric Weight(kg)
NPS . H3 Hos B3 H1 Ho1 B1 A1 Do1 H2 Hoz B2 A2 WE WL
3" 49 46 - - - 320 185 140 63 160 153 263 178 180 9 9
4" 54 52 - - - 342 195 140 63 160 535 282 178 180 11 14
5" 57 56 - - - 365 209 140 63 300 563 293 178 180 15 18
6" 58 56 - - - 415 243 140 63 300 602 322 178 180 17 20
8" 64 60 690 323 275 510 263 150 84 400 745 296 235 370 25 31
10" 71 68 750 355 275 567 295 150 84 400 805 325 235 370 40 49
12" 81 78 955 475 378 665 342 200 108 600 883 365 235 370 61 79
14" 92 78 1032 513 378 739 385 200 108 600 965 408 235 370 82 107
16" 102 102 1182 598 530 825 430 240 152 600 1033 443 235 370 123 150
18" 114 114 1265 635 530 910 469 240 152 800 1120 485 235 370 150 182
20" 127 127 1335 667 530 990 500 300 168 800 1186 518 235 370 204 253
24" 154 154 1642 830 680 1210 618 320 192 800 1380 625 235 370 300 398
30" 167 165 1823 | 1245 680 1453 875 512 279 400 1583 | 1005 245 515 454 490
36" 184 200 2145 | 1329 860 1775 839 512 279 400 1905 | 1089 245 515 762 771
40" 217 217 2235 | 1488 860 1857 | 1005 512 279 400 2010 | 1110 360 540 975 1179
42" 222 251 2360 | 1456 860 1980 | 1086 512 279 400 2120 | 1216 360 540 1234 | 1338
46" 254 254 2445 | 1505 | 1080 | 2070 1110 570 368 600 2175 | 1260 360 540 1451 1724
48" 254 276 2535 | 1564 | 1080 | 2165 | 1194 570 368 600 2235 | 1324 360 540 1678 | 1928
54" 305 305 - - - 2382 | 1477 630 425 800 2412 | 1503 445 628 2223 | 2631
60" 333 333 - - - 2684 | 1617 630 425 800 2699 | 1687 445 628 2903 | 3447
64" 600 2730 | 1630 - - - - - - - - - - - - -
66" 600 2830 | 1670 - - - - - - - - - - - - -
73" 670 3000 | 1765 - - - - - - - - - - - - -
80" 760 3280 | 1885 - - - - - - - - - - - - -
84" 760 3395 | 1945 - - - - - - - - - - - - -
96" 760 3740 | 2140 - - - - - - - - - - - - -
112" 760 4290 | 2390 - - - - - - - - - - - - -
120" 760 4515 | 2505 - - - - - - - - - - - - -
140" 800 4810 | 2650 - - - - - - - - - - - - -
160" 900 5145 | 2800 - - - - - - - - - - - - -

Note:The weight in the table is that without drive unit. WF is wafer butterfly valve,and WL is lug wafer butterfly valve.

http://www.taiyivalve.com

TEL:0086-577-21821566 21821577 21821599 FAX:0086-577-21821599




Wafer Type Butterfly valve

Talyi Valves

http://www.taiyivalve.com

z
| I o
i
m]
Worm Gear Driven Lug Wafer Butterfly Valve Electric Wafer Butterfly Valve Pneumalic Wafer Butterfly Valve
Main Outline Dimensions & Weight Class 300

NPS L Pneumatic Worm gear actuation Electric Weight(kg)
Hs Ho3 B3 H1 Ho1 B1 A1 Do1 H2 Ho2 B2 A2 WF WL

3" 49 - - - 320 185 140 63 160 513 263 178 180 135 155

4" 54 - - - 342 195 140 63 160 535 282 178 180 18 21

5" 57 - - - 365 209 140 63 300 563 293 178 180 24 28

6" 59 - - - 415 243 140 63 300 602 322 178 180 28 34

8" 73 750 368 275 510 263 150 84 400 745 296 235 370 49 60

10" 83 909 442 378 567 295 150 84 400 805 325 235 370 68 88
12" 92 1075 535 530 665 342 200 108 600 883 365 235 370 109 117
14" 117 1158 572 530 739 385 200 108 600 965 408 235 370 186 207
16" 133 1230 610 530 825 430 240 152 600 1033 443 235 370 264 308
18" 149 1462 736 680 910 469 240 152 800 1120 485 235 370 297 408
20" 159 1328 765 680 990 500 300 168 800 1186 518 235 370 363 468
24" 181 - - - 1210 618 320 192 800 1380 625 235 370 454 748
30" 254 - - - 1937 | 1180 512 279 600 1516 716 360 540 816 1338
36" 305 - - - 2198 1298 570 368 600 1669 794 369 540 1429 2154
42" 324 - - - 2318 | 1358 570 368 600 1914 914 360 540 2155 | 2427

Main Outline Dimensions & Weight Class 600

6" 78 - - - 415 243 140 63 300 602 322 178 180 45 56

8" 102 750 368 275 510 263 150 84 400 745 296 235 370 70 94
10" 117 909 442 378 567 295 150 84 400 805 325 235 370 103 141
12" 140 1075 535 530 665 342 200 108 600 883 365 235 370 149 201
14" 155 1158 572 530 739 385 200 108 600 965 408 235 370 243 333
16" 178 1230 610 530 825 430 240 152 600 1033 443 235 370 318 401
18" 200 - - - 910 469 240 152 800 1120 485 235 370 431 575
20" 216 - - - 990 500 300 168 800 1186 518 235 370 472 708
24" 232 - - - 1210 618 320 192 800 1380 625 235 370 826 1061

Note:The weight in the table is that without drive unit. WF is wafer butterfly valve,and WL is lug wafer butterfly valve.
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